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 1 × Ethernet, connector M12 

 2 × Audio output 

 2 × Addressing input 

 Internal memory for system reports 

 Power supply 24 V DC 

 Design according to EN 50155:2007 

 
 
 

TECHNICAL DATA 

Audio output 2 × loudspeaker 

Nominal power Min. 2 × 5 W sinus 

Frequency range 30 Hz to 22 kHz 

Recommended loudspeaker type Min. 8 Ω, min. 10 W 

Connection point WAGO 769-670/003-000 

Supported audio format MPEG 1 Layer-3 (MP3) 

Supported bitrate Max. 320 kbit/s 

Internal memory 128 MB 

Memory type  FLASH 

Addressing inputs 2 × floating contact 

Power supply voltage range 16.8 V to 33.6 V DC 

Maximum power consumption 1.5 A at 24 V DC 

Connection point WAGO 769-670/003-000 

Ethernet 1 × 10/100 Mbps 

Galvanic isolation  Yes 

Galvanic isolation strength 1000 V AC / 1 minute *) 

Connection point M12 connector according to IEC 61375-3-4 ed.1 

Others  

Ingress protection rate IP30 

Operating temperature range -40 °C to 70 °C 

Storage temperature range -40 °C to 70 °C 

Weight 0.66 kg 

Dimensions (w × h × d) (161 × 173 × 36) mm 
 

*) Isolation must not be used for dangerous voltage separation. 
 
 
 
 

 

ORDERING INFORMATION 

RRAM-MPP/A1 Unit, WAGO connector counterpart, Certificate of product quality and completeness, 
routine test protocol, insulation test protocol. 
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Data provided in this datasheet are informative only. Detailed information can be found in Operation manual 

(rram-mppa1_g_en_10x.pdf). Documentation can be downloaded from www.amit.com web site. 
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Connector Description 

X1 
Ethernet according to IEC 
61375-3-4 

X2 
Power supply, speaker 
connection 

 

 

IDENTIFICATION OF TERMINALS 
 

Connector PIN Signal Description 

X2 

1 PE Unit chassis 

2 GND Power supply, GND 

3 Vcc Power supply +24 V 

4 COM Addressing inputs 
common terminal 

5 ADDR1 Addressing input 1 

6 ADDR1 Addressing input 2 

7 SP1- Loudspeaker 1 + 

8 SP1+ Loudspeaker 1 - 

9 SP2- Loudspeaker 1 + 

10 SP2+ Loudspeaker 1 - 
 

 

 

MECHANICAL DIMENSIONS 
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